
WARNING
FOR OPERATOR

SAFETY MAKE SURE
THIS EQUIPMENT IS

PROPERLY GROUNDED
WHEN IN USE

  2. FINISH: POWDERCOAT NICKEL
1. MATERIAL: .063 ALUM

NOTES:

  3. CONTROL PANEL DWG# 205702A
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4. R.H. SIDE PANEL DWG# 229070A
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SIMPLEX, INC. 5300 RISING MOON ROAD SPRINGFIELD, IL 62711-6228  217-483-1600 (24 HOUR)  FAX 217-483-1616
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TEMP. RISE APPROX.: 100°F
SERIAL NUMBER: 87784-15-41 

SIMPLEX, INC.; SPRINGFIELD, IL.

GND

COOLING: CONVECTION

CAPACITY: 150A, 3600W
VOLTAGE: 24VDC

AMBIENT TEMP.: 120°F MAX.

Super Watt Muncher
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SIMPLEX, INC.
5300 RISING MOON ROAD

SPRINGFIELD, ILLINOIS 62711-6228
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ANSI B

LOANED IS PROHIBITED.

TOLERANCES
X.XXX ± 0.005"
X.XX ± 0.010"
X.X ± 0.020"

FRACTIONAL ± 1/32"
ANGLES ± 1°

SURFACES 125

DESCRIPTION

/

THIRD ANGLE PROJECTION
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Watt Muncher
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Load Bank Pictorial
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